
STANDARDS ACT, 2008
STANDARDS MATTERS

In terms of the Standards Act, 2008 (Act No. 8 of 2008), the Council of the South African Bureau of Standards has acted in
regard to standards in the manner set out in the Schedules to this notice.

All South African standards that were previously published by the South African Bureau of Standards with the prefix
"SABS" have been redesignated as South African national standards and are now published by the SABS Standards
Division (a division of SABS) with the prefix "SANS".

A list of all existing South African national standards was published by Government Notice No. 1373 of 8 November 2002.

In the list of SANS standards below, the equivalent SABS numbers, where applicable, are given below the new SANS
numbers for the sake of convenience. Standards that were published with the "SABS" prefix are listed as such.

SCHEDULE 1: ISSUE OF NEW STANDARDS

The standards mentioned have been issued in terms of section 16(3) of the Act.

Standard No.
and year

Title, scope and purport

SANS 1268:2013
Labelling practices for agricultural remedies and fertilizers registered for home and home garden sector. Covers
labelling practices for agricultural remedies, not contained in aerosol dispensers, and fertilizers registered for the home
and the home garden sector.

SANS 1332:2013
NRS 053:2013

Accessories for medium-voltage XLPE and impregnated paper-insulated power cables (3.8/6,6 kV to 19/33 kV).Covers
requirements for accessories for medium-voltage cables used on a.c. systems of voltages from 3,8/6,6 kV up to and
including 19/33 kV. Covers accessories for both XLPE and impregnated paper-insulated cables.

SANS 1520-3:2013

Flexible electric trailing cables for use in mines - Part 3: Cables with operating voltage of 1 500 V d.c. Covers the
construction, materials, dimensions and electrical properties of low-voltage flexible electric trailing cables for use in
mines; trailing cables for use on electrical supply systems with operating voltages of up to 1 500 V d.c.; and d.c. cable
constructions for battery-operated equipment in hazardous locations.

SANS 1676-1:2013/
ISO 10140-1:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part 1: Application rules for specific
products. Specifies test requirements for building elements and products, including detailed requirements for
preparation, mounting, operating and test conditions, as well as applicable quantities and additional test information to
be reported, also to include the guidelines for the determination of the sound reduction index of joints filled with fillers
or seals (or both).

SANS 1676-2:2013/
ISO 10140-2:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part 2: Measurement of airborne sound
insulation. Specifies a laboratory method for measuring the airborne sound insulation of building products, such as
walls, floors, doors, windows, shutters, facade elements, facades, glazing, small technical elements, for instance
transfer air devices, airing panels (ventilation panels), outdoor air intakes, electrical raceways, transit sealing systems
and combinations, for example walls or floors with linings, suspended ceilings or floating floors.

SANS 1676-3:2013/
ISO 10140-3:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part 3: Measurement of impact sound
insulation. Specifies laboratory methods for measuring the impact sound insulation of floor assemblies. The test results
can be used to compare the sound insulation properties of building elements, classify elements according to their sound
insulation capabilities, help design building products which require certain acoustic properties and estimate the in situ
performance in complete buildings.

SANS 16764:2013/
ISO 10140-4:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part 4: Measurement procedures and
requirements. Specifies the basic measurement procedures for airborne and impact sound insulation in laboratory test
facilities.

SANS 1676-5:2013/
ISO 10140-5:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part 5: Requirements for test facilities
and equipment. Specifies laboratory test facilities and equipment for sound insulation measurements of building
elements, such as components and materials, building elements, technical elements (small building elements) and
sound insulation improvement systems.

SANS 3000-2-6:2013
RSR 2-6

Railway safety management - Part 2-6: Technical requirements for engineering and operational standards - interface
and intraface management. and interoperability. Describes the minimum requirements for interface and intraface
management, and the minimum requirements for interoperability to be met by network, train and station operators to
accomplish the required levels of safety and performance for those operations throughout their life cycle, and the
removing of technical barriers to the supply of equipment.
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SANS 3001-AG5:2013
Civil engineering test methods - Part AO: Sand equivalent value of fine aggregates. Covers the method used to
determine the sand equivalent value of fine aggregates.

SANS 4211-2:2013/ Furniture - Tests for surface finishes - Part 2: Assessment of resistance to wet heat. Specifies a method for the
ISO 4211-2:2013 assessment of the resistance to wet heat of all rigid furniture surfaces regardless of materials.

SANS 4211-3:2013/ Furniture - Tests for surface finishes - Part 3: Assessment of resistance to dry heat. Specifies a method for the
ISO 4211-3:2013 assessment of the resistance to dry heat of all rigid furniture surfaces regardless of materials.

SANS 6892-2:2013/ Metallic materials - Tensile testing - Part 2: Method of test at elevated temperature. Specifies a method for tensile
ISO 6892-2:2011 testing of metallic materials at temperatures higher than room temperature.

Hot environments - Estimation of the heat stress on working man. based on the WBGT-index (wet bulb globe
SANS 7243:2013/ temperature). Covers a method which can easily be used in an industrial environment for evaluating the stresses on an

ISO 7243:1989 individual. Applies to the evaluation of the mean effect of heat on man during a period representative of his activity but
does not apply to very short periods, nor to zones of comfort.

Earth-moving machinery - Machine-mounted retrieval device - Performance requirements. Defines the performance
SANS 10532:2013/ requirements of a retrieval device mounted on earth-moving machines. Includes requirements for verification testing, if

ISO 10532:1995 needed. Applies to machine-mounted retrieval devices of capacities not exceeding 106 N.

Earth-moving machinery - Lift-arm support devices. Specifies the performance requirements and test method for
SANS 10533:2013/ mechanical lift-arm support devices for loaders, backhoe loaders and skid-steer loaders equipped with a lift -arm, where

ISO 10533:1993 the lift-arm is required to be held in the elevated position for maintenance, servicing or other non-operational purposes.
Also specifies installation, instructions, storage and colour requirements for lift-arm support devices.

Earth-moving machinery - Articulated frame lock - Performance requirements. Defines performance requirements for
SANS 10570:2013/ an articulated frame lock designed to prevent unintended machine articulation of earth-moving machinery with an

ISO 10570:2004 articulated frame during either shipment or maintenance.

Earth-moving machinery - Operator's seat - Dimensions and requirements. Specifies the dimensions. requirements and
SANS 11112:2013/ adjustment ranges for operator seats on earth-moving machinery. Provides dimensions for armrests when fitted on

ISO 11112:1995 these machines.

Earth-moving machinery - Auxiliary starting aid electrical connector. Specifies the details, dimensions and design of

SANS 11862:2013/ both plug (male) and receptacle (female) which shall mate properly to permit interchangeable use of different makes of

ISO 11862:1993 electrical connectors providing an auxiliary starting circuit for earth-moving machinery as defined in ISO 6165
(published in South Africa as an identical adoption under the designation SANS 261).

Geotextiles and geotextile-related products - Determination of the resistance to weathering. Describes a method for
SANS 12224:2013/ determining the resistance of geotextiles and geotextile-related products to weathering conditions more intense than

EN 12224:2000 those of natural weathering.

Earth-moving machinery - Dumper body support and operator's cab tilt support devices. Specifies the performance
SANS 13333:2013/ and test requirements for mechanical support devices for dumper bodies, dumper body substitutes and operator's cabs

ISO 13333:1994 on earth-moving machines. Also specifies installation instructions, storage and colour requirements for such dumper
body and operator cabin tilt support devices.

Earth-moving machinery - Field of vision of surveillance and rear-view mirrors - Part 2: Performance criteria.
SANS 14401-2:2013/ Specifies criteria for the field-of-vision performance of surveillance and rear-view mirrors on earth-moving machinery.

ISO 14401-2:2009 Applies to the ride-on machines of the machine families and sizes listed in this standard, used both on and off public
roads.

Earth-moving machinery - Safety requirements for remote operator control systems. Specifies the essential safety
SANS 15817:2013/ requirements for remote operator control systems used on earth-moving machinery as defined in ISO 6165 (published

ISO 15817:2012 in South Africa as an identical adoption under the designation SANS 261).

Glass in buildings - Insulating glass - Part 1: Durability of edge seals by climate tests. Establishes two methods for
SANS 20492 -1:2013/ testing the durability of edge seals of insulating glass units by means of climate tests. Applies to pre-assembled,

ISO 20492-1:2008 permanently sealed, insulating glass units with one or two airspaces, and with capillary tubes that are intentionally left
open to equalize pressure inside the unit with the surrounding atmosphere.

Glass in buildings - Insulating glass - Part 2: Chemical fogging tests. Establishes two methods for testing the
SANS 20492-2:2013/ resistance to fogging of pre-assembled, permanently sealed insulating glass units or insulating glass units with

ISO 20492-2:2008 capability tubes intentionally left open.

Road traffic safety (RTS) management systems - Requirements with guidance for use. Specifies requirements for a road
traffic safety (RTS) management system to enable an organization that interacts with the road traffic system to reduce

SANS 39001:2013/ death and serious injuries related to road traffic crashes which it can influence. Includes development and
ISO 39001:2012 implementation of an appropriate RTS policy, development of RTS objectives and action plans, which take into

account legal and other requirements to which the organization subscribes, and information about elements and criteria
related to RTS that the organization identifies as those which it can control and those which it can influence.
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Household and similar electrical appliances - Test code for the determination of airborne acoustical noise - Part 2-13:
Particular requirements for range hoods. Applies to electrical range hoods for household and similar use intended for

SANS 60704-2-13:2013/ filtering the air of a room or for exhausting the air out of a room, including their accessories and their component parts.
IEC 60704-2-13:2011 Applies to range hoods with an external fan which may be mounted inside or outside of the room where the range hood

is located.

Household and similar electrical appliances - Safety - Part 2-107: Particular requirements for robotic battery powered
electrical lawnmowers. Deals with the safety of robotic battery powered electrical rotary lawnmowers with the rated

SANS 60335-2-107:2013/ voltage of the battery being not more than 75 V d.c. charged by mains electrical or solar power (or both). Does not
IEC 60335-2-107:2012 apply to non-robotic machines such as lawn trimmers, lawn edge trimmers, lawn edgers, ride-on lawnmowers or

pedestrian controlled lawnmowers. Does not apply to EMC and environmental hazards (except noise). Deals with the
common hazards presented by battery powered robotic lawnmowers for use around the home or for similar purposes.

SANS 60793-2-60:2013/ Optical fibres - Part 2-60: Product specifications - Sectional specification for category C single-mode intraconnection
IEC 60793-2-60:2008 fibres. Applicable to optical fibre types Cl, C2, C3, C4, as described in table 1.

SANS 60974-13:2013/ Arc welding equipment - Part 13: Welding clamp. Applies to clamps for are welding processes, designed to make an
IEC 60974-13:2011 electrical connection to the workpiece without using tools. Does not apply to clamps for underwater welding and

plasma cutting. Specifies safety and performance requirements of welding clamps.

SANS 61558-2-26:2013/ Safety of transformers, reactors. power supply units and combinations thereof - Part 2-26: Particular requirements
IEC 61558-2-26:2013 and tests for transformers and power supply units all for saving energy and other purposes. Deals with the safety of

transformers, power supply units and switch mode power supply units all for saving energy and other purposes in
electrical installations by adjusting the output voltage or other electrical characteristics (or both) on the output circuits
without interruption affected by the transformers, power supply unit and switch mode power supply unit.

SANS 61643-312:2013/ Components for low-voltage surge protective devices - Part 312: Selection and application principles for gas
IEC 61643-312:2013 discharge tubes. Applicable to gas discharge tubes (GDT) used for overvoltage protection in telecommunications.

signalling and low-voltage power distribution networks with nominal system voltages up to I 000 V (r.m.s.) a.c. and
1 500 V d.c. Are defined as a gap, or several gaps with two or three metal electrodes hermetically sealed so that gas
mixture and pressure are under control. Are designed to protect apparatus or personnel, or both, from high transient
voltages. Provides information about the characteristics and circuit applications of GDTs having two or three
electrodes.

SANS 62059-32-1:2013/ Electricity metering equipment - Dependability - Part 32-1: Durability - Testing of the stability of metrological
IEC 62059-32-1:2011 characteristics by applying elevated temperature. Specifies a method for testing the stability of metrological

characteristics of electricity meters, by operating a test specimen at the upper limit of the specified operating range of
temperature, voltage and current for an extended period. Does not cover functional performance other than the
accuracy of energy measurement.

SANS 62067:2013/ Power cables with extruded insulation and their accessories for rated voltages above 150 kV (U. = 170 kV) up to
IEC 62067:2011 500 kV (U. = 550 kV) - Test methods and requirements. Specifies test methods and requirements for power cable

systems, cables with extruded insulation and their accessories for fixed installations, for rated voltages above 150 kV
(U. = 170 kV) up to and including 500 kV (Um = 550 kV).

SANS 62282-5-1:2013/ Fuel cell technologies - Part 5-1: Portable fuel cell power systems - Safety. Covers construction, marking and test
IEC 62282-5-1:2012 requirements for portable fuel cell power systems intended to produce electrical power. Applies to a.c. and d.c. type

portable fuel cell power systems, with a rated output voltage not exceeding 600 V a.c., or 850 V d.c. for indoor and
outdoor use.

SANS 62612:2013/ Self-ballasted LED lamps for general lighting services with supply voltages > 50 V - Performance requirements.
IEC 62612:2013 Specifies the performance requirements for self-ballasted LED lamps with a supply voltage of up to 250 V, together

with the test methods and conditions required, intended for domestic and similar general lighting purposes. Applies to
lamps with a rated wattage of up to 60 W, a rated voltage of up to 250 V AC or DC. and a lamp cap.

SANS 62660-1:2013/ Secondary lithium-ion cells for the propulsion of electric road vehicles - Part 1: Performance testing. Specifies
IEC 62660-1:2010 performance and life testing of secondary lithium-ion cells used for propulsion of electric vehicles including battery

electric vehicles (BEV) and hybrid electric vehicles (HEV).

SANS 62660-2:2013/ Secondary lithium-ion cells for the propulsion of electric road vehicles - Part 2: Reliability and abuse testing. Specifies
IEC 62660-2:2010 test procedures to observe the reliability and abuse behaviour of secondary lithium-ion cells used for propulsion of

electric vehicles including battery electric vehicles (BEV) and hybrid electric vehicles (HEV).

SATR 29149:2013/ Information technology - Security techniques - Best practices for the provision and use of time-stamping services.
ISO/IEC TR 29149:2012 Explains how to provide and use time-stamping services so that time-stamp tokens are effective when used to provide

timeliness, data integrity, and non-repudiation services in conjunction with other mechanisms. Defines how time-stamp
requesters should use time-stamp token generation services; how TSAs (time-stamping authorities) should provide a
service of guaranteed quality; how TSAs should deserve trust based on good practices; which algorithms and
parameters should be used in TST (time-stamp token) generation and TST renewal, so that TSTs resist during the time
period during which the TSTs can be verified as being valid; how time-stamp verifiers should use the time-stamp token
verification services, both when validating individual TSTs, and when validating sequences of renewal TSTs.

SATR 61850-90-7:2013/ Communication networks and systems for power utility automation - Part 90-7: Object models for power converters in
IEC/TR 61850-90-7:2013 distributed energy resources (DER) systems. Describes the functions for power converter-based distributed energy

resources (DER) systems, focused on DC-to-AC and AC-to-AC conversions and including photovoltaic systems (PV),
battery storage systems, electric vehicle (EV) charging systems, and any other DER systems with a controllable power
converter.
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SATR 62655:2013/
IEC."TR 626552013

Tutorial and application guide for high-voltage fuses. Provides information for understanding the construction,
operation and application of high-voltage fuses in general. Also covers current-limiting, expulsion, electronic, and
other, non-current-limiting, fuses rated above I kV a.c.

SATS 17021-3:2013/
ISO/IEC TS 17021-3:2013

Conformity assessment - Requirements for bodies providing audit and certification of management systems - Part3:
Competence requirements for auditing and certification of quality management systems. Complements the existing
requirements of ISO/1EC 17021 (published in South Africa as an identical adoption under the designation
SANS 17021). Includes specific competence requirements for personnel involved in the certification process for
quality management systems (QMS).

SATS 17021-4:2013/
ISO/IEC TS 17021-4:2013

Conformity assessment - Requirements for bodies providing audit and certification of management systems - Part 4:
Competence requirements for auditing and certification of event sustainability management systems. Complements the
existing requirements of ISO/IEC 17021 (published in South Africa as an identical adoption under the designation
SANS 17021). Specifies additional competence requirements for personnel involved in the audit and certification
process for event sustainability management systems (ESMS).

SATS 17023:2013/
ISO /(EC TS 17023:2013

Conformity assessment - Guidelines for determining the duration of management system certification audits. Provides
guidelines for determining the duration of management system certification audits, to the bodies providing audit and
certification of management systems and to those that develop and maintain certification schemes.

SATS 60076-19:2013/
IECfTS 60076-19:2013

Power transformers - Part 19: Rules for the determination of uncertainties in the measurement of the losses on power
transformers and reactors. Illustrates the procedures that should be applied to evaluate the uncertainty affecting the
measurements of no-load and load losses during the routine tests on power transformers.

SCHEDULE 2: AMENDMENT OF EXISTING STANDARDS

The standards mentioned have been amended in terms of section 16(3) of the Act. The number and date of a standard that
has been superseded appear in brackets below the new number. In the case of an amendment issued in consolidated format,
the edition number of the new (consolidated) edition appears in brackets below the number of the standard.

Standard No.
and year

Title, scope and purport

SANS 2:2013
(Ed. 7.1)

Lead-acid starter batteries. Consolidated edition incorporating amendment No. I. Amended to update referenced
standards.

SANS 151:2013
(Ed. 7.1)

Fixed electric storage water heaters. Consolidated edition incorporating amendment No. I. Amended to update
referenced standards, to correct the numbering of definitions, to include requirements for impressed current anode and
power supply, to clarify requirements for overflow and expansion pipes of cistern type storage water heaters, to include
a test for cathodic protection, to include requirements and tests for polypropylene cistern type storage water heaters, for
polypropylene closed type storage water heaters, and for closed type storage water heaters with stainless steel tubes
integral with polyphthalamide (PPA) plastic manifolds as end-caps without element.

SANS 284:2013
(Ed. 2.5)

Spades and shovels. Consolidated edition incorporating amendment No. 5. Amended to delete a referenced standard, to
update the tables on dimensions of spades (table 1), and dimensions of hilts for spades and shovels (table 3), and to
change the strength test for sockets, shafts and hilts.

SANS 339:2013
(Ed. 1.1)

Sorbents for hydrocarbon-based products. Consolidated edition incorporating amendment No. I. Amended to update
referenced standards.

SANS 390:2013
(Ed. 3.6)

Forks and rakes. Consolidated edition incorporating amendment No. 6. Amended to update the table of contents, to
change the scope, to delete a referenced standard, to change references to figures. to change requirements for materials
(plastic) and rivets, to add types of fork in the table on dimensions for forks (table 1), and a type of hilt in the table on
dimensions of metal hilts for forks (table 3). to change and to add requirements for the construction of forks, to change
the strength tests for prongs of forks, shanks, sockets, shafts and hilts of forks, to update the list of figures, to add new
figures, and to change the figure on test apparatus for shanks, sockets, and hilts of forks (figure 17).

SANS 399:2013
(Ed. 1.1)

Transportable refillable welded stainless steel cylinders for low pressure gases - Alternative design and construction.
Consolidated edition incorporating amendment No. I. Amended to update referenced standards.

SANS 457-3:2013
(Ed. 7.1)

Wooden poles, droppers. guardrail posts and spacer blocks - Part 3: Hardwood species. Consolidated edition
incorporating amendment No. I. Amended to update requirements for the moisture content of units before preservative
treatment.

SANS 473:2013/
NRS 071:2013

(SANS 473:2006)

Automated meter reading for large power users. Applicable to automated meter reading (AMR) systems in South
Africa for large power users as defined by the relevant electricity supply authority. Does not cover the communication
system between the AMR meter and the remote master station.

SANS 545:2013
(Ed. 3.5)

Wooden doors. Consolidated edition incorporating amendment No. 4. Amended to modify a requirement for the
exposure class of doors, move reference to legislation to the foreword and update the referenced standards.

SANS 708:2013
(Ed. 2.3)

Refrigerated farm milk tanks. Consolidated edition incorporating amendment No. 3. Amended to update referenced
standards and the requirements for the hydrostatic pressure test.
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SANS 72.9:2013
' (Ed. 1.1)*

Live aquaculture abalone. Consolidated edition incorporating amendment No. I. Amended to move reference to
legislation to the foreword, delete a requirement for storage temperature for live abalone and update referenced
standards.

SANS 808:2013
(Ed. 1.3)

Cable glands for use on flameproof enclosures (Ex d). Consolidated edition incorporating amendment No. 3. Amended
to update referenced standards.

SANS 862:2013
(Ed. 2.1)

Set-top box decoder for free-to-air digital terrestrial television. Consolidated edition incorporating amendment No. 1.
Amended to update the normative references (see clause 2), to include the abbreviation CGMS-A (see 3.2), to define
single RF frequency, TFS, NM and HEM input modes (see 4.3.1), to clarify the situation regarding the levels of RF
channels when TFS is supported (see 4.3.3.5.3), to indicate that CGMS-A (copy once set) should be provided with
composite (CVBS) video output and that the decoder shall provide a single HDMI output with HDCP enabled output
for HD content (see 4.4.2.5), to indicate that receivers shall include an HDMI output with HDCP enabled for HD
content (see 4.4.3.7.2), to make all the descriptions in table 19 compulsory (see 4.7.2), to change the way schedule
information shall be carried and to delete reference to an MHEG application (see 4.7.4), to modify the requirements for
HDMI connectors (type A with HDCP) enabled (see 4.12.3), to replace the DVB-SSU simple profile with the DVB-
SSU enhanced profile (see 6.32.1 and 6.3.3) and to replace the requirements for the user interface (see clause 7).

SANS 868-1-3:2013
(Ed 1.1)

Compression-ignition engine systems and machines powered by such engine systems, for use in mines and plants with
explosive gas atmospheres or explosive dust atmospheres or both - Part 1-3: Hazardous locations in underground
mines - Machines. Consolidated edition incorporating amendment No. I. Amended to update referenced standards.

SANS 899:2013
(SABS 899:1987)

Pesticides - Insecticidal space sprays in pressurized aerosol dispensers used in the handling of food. Covers
requirements for insecticidal space sprays in pressurized aerosol dispensers and is intended for use in food-handling,
food-processing and catering establishments.

SANS 901:2013
(SANS 901:2009)

Paint and varnish brushes (flat type). Specifies requirements for professional, contractor and general-purpose paint and
varnish brushes (flat type) made of pure bristles, 100 % synthetic monofilaments, or a mixture of the two that are set
into a suitable setting compound and encased in a metal ferrule attached to a wooden or plastics handle.

SANS 959-2-5:2013/
NRS 052-2-5:2013

(Ed. 1.1)

Photovoltaic systems for use in individual homes. schools and clinics - Part 2-5: Test procedures for main components
- Luminaires. Consolidated edition incorporating amendment No. 1. Amended to update referenced standards.

SANS 968:2013
(Ed. 1.1)

Conveyor belting - Textile reinforced solid woven carcass construction. Consolidated edition incorporating amendment
No. 1. Amended to include the testing requirements for fire retardant belts and to update referenced standards.

SANS 971:2013
(SANS 971:2003)

Conveyor belting - Methods of testing fire retardant properties of all conveyor belt constructions. Specifies methods of
testing fire retardant conveyor belting, including belting to be used in fiery mines.

SANS 999:2013
(Ed. 3.2)

Anodized coatings on aluminium (for architectural applications). Consolidated edition incorporating amendment
No. 2. Amended to update a referenced standard.

SANS 1020:2013
(Ed. 2.1)

Power-operated dispensing devices for flammable liquid fuels. Consolidated edition incorporating amendment No. I.
Amended to update referenced standards and to move reference to legislation to the foreword.

SANS 1110:2013
(Ed. 1.8)

Screwdrivers for slotted-head screws. Consolidated edition incorporating amendment No. 8. Amended to update
referenced standards.

SANS 1173:2013
(SANS 1173:2006)

Conveyor belting - General purpose textile-reinforced construction. Covers general requirements for textile-reinforced
conveyor belting designed for use on flat or troughed idlers.

SANS 1180:2013/
ISO 376:2011

(SANS 1180:2011)

Metallic materials - Calibration of force -proving instruments used for the verification of uniaxial testing machines.
Specifies a method for the calibration of force-proving instruments used for the static verification of uniaxial testing
machines and describes a procedure for the classification of these instruments.

SANS 1366:2013
(SANS 1366:2006)

Conveyor belling - Steel cord reinforced construction. Specifies the requirements for steel cord reinforced conveyor
belting with or without secondary reinforcement, having elastomeric covers and classified according to the calculated
minimum strength of the belting in kilonewtons per metre (kN/m).

SANS 1407:2013
(Ed. 2.2)

Anodized coatings on aluminium (for general applications). Consolidated edition incorporating amendment No. 2.
Amended to update referenced standards.

SANS 1424:2013
(Ed. 1.2)

Filters for use in air-conditioning and general ventilation. Consolidated edition incorporating amendment No. 2.
Amended to update a referenced standard.

SANS 1493:2013
(Ed. 12)

Electroless nickel-phosphorus plated coatings. Consolidated edition incorporating amendment No. 2. Amended to
update referenced standards.

SANS 1626:2013
(Ed. 1.2)

Electrodeposited coatings of silver and silver alloys for decorative and protective purposes. Consolidated edition
incorporating amendment No. 2. Amended to update referenced standards.

SANS 1676-1:2013/
ISO 10140-1:2010

Acoustics - Laboratory measurement of sound insulation of building elements - Part l: Application rules for specific
products. ISO amendment No. 1. Amended to include the guidelines for the determination of the sound reduction index
of joints filled with fillers or seals (or both).

SANS 1739:2013
(Ed. 1.2)

Low pressure welded steel cylinders for fire extinguishers. Consolidated edition incorporating amendment No. 2.
Amended to update referenced standards.

SANS 1783-1:2013
(Ed. 1.5)

Sawn softwood limber - Part I: General requirements. Consolidated edition incorporating amendment No. 4. Amended
to update referenced standards, the definitions, location names and the requirements of the protocol for imported
structural timber.
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SANS 1783-2:2013
' (Ed. 1.9)

Sawn softwood timber - Part 2: Stress-graded structural timber and timber for frame wall construction. Consolidated
edition incorporating amendment No. 9. Amended to modify the requirements for marking of finger-jointed timber.

SANS 1808-2:2013
(Ed. 1.4)

Water supply and distribution system components - Part 2: Metallic compression type pipe couplings. Consolidated
edition incorporating amendment No. 4. Amended to update referenced standards.

SANS 1808-45:2013
(Ed. 1.3)

Water supply and distribution system components - Part 45: Pipe repair clamps. Consolidated edition incorporating
amendment No. 3. Amended to update the list of parts in the foreword, the requirements for pipe repair clamps, the
table on basic dimensions and the cross references to said table, and the requirements for the performance test.

SANS 1845:2013 Prefinished sheet metal products for interior and exterior building applications. Consolidated edition incorporating
(Ed. 1.1) amendment No. 1. Amended to update the referenced standards.

SANS 4586-1:2013/ High-pressure decorative laminates - Sheets made from thermosetting resins - Part 1: Classification and specifications.
ISO 4586-1:2004 Establishes a classification system for high-pressure decorative laminated sheets according to their performance and

(SABS ISO 4586-1:1995) main recommended fields of application, including materials with special characteristics, for example postformability
or defined reaction to fire. Specifies requirements on the properties of the various types of laminate covered by this
classification.

SANS 4586-2:2013/ High-pressure decorative laminates - Sheets made from thermosetting resins - Part 2: Determination of properties.
ISO 4586-2:2004 Specifies methods of test for determination of the properties of high-pressure decorative laminated sheets. Primarily

(SABS ISO 4586-2:1997) intended for testing the sheets specified in ISO 4586 -I (published in South Africa as an identical adoption under the
designation SANS 4586-1).

SANS 5151:2013/ Non-ducted air conditioners and heat pumps - Testing and rating for performance. Specifies the standard conditions
ISO 5151:2010 for capacity and efficiency ratings of non-ducted air-cooled air conditioners and non-ducted air to air heat pumps. Is

(SABS ISO 5151:1994) applicable to ducted units rated at less than 8 kW and intended to operate at an external static pressure of less than
25 Pa. Also specifies the test methods for determining capacity and efficiency ratings. Includes residential, commercial
and industrial single-package and split-system air conditioners and heat pumps. Covers factory made electrical
equipment (non-ducted air conditioners or non-ducted heat pumps, as well as ducted air conditioners or ducted heat
pumps (or both)) that uses mechanic compression and is rated at less than 8 kW, and that is intended to operate at an
external static pressure of less than 25 Pa. Is applicable to equipment utilizing one or more refrigeration systems, one
outdoor unit and one or more indoor units, controlled by a single thennostat/controller. Is also applicable to equipment
utilizing single, multiple and variable capacity components.

SANS 5575:2013 Pesticides - Testing of filled insecticidal aerosol dispensers for clogging of the valves. Specifies a method for the
(SANS 5575:2007) testing of filled insecticidal aerosol dispensers for clogging of the valves.

SANS 5808:2013 Pesticides - General conditions and equipment for the rearing and handling of test insects. Specifies general conditions
(SANS 5808:2003) and equipment for the rearing and handling of test insects that are used in the biological evaluation of pesticides.

SANS 5967:2013 Retention of preservative in timber (volume method). Consolidated edition incorporating amendment No. 3. Amended
(Ed. 2.3) to include the solution strength determination of WACQ preservatives by means of the hydrometer method.

SANS 10096:2013 The manufacture offinger-joirued structural timber. Consolidated edition incorporating amendment No. 7. Amended to
(Ed. 2.7) modify the requirements for the application of adhesives on the intermeshing surfaces of finger joints, the markings that

shall be stamped or marked on the face and on the ends of the sawn soft timber pieces, and to change geographic names
that are indicated in the figure on the maximum mean annual equilibrium moisture content in South Africa.

SANS 10132:2013 The installation and operation of refrigerated milk tanks. Gives recommendations for the safe and acceptable
(SANS 10132:2009) installation, operation and servicing of refrigerated milk tanks as used on farms for the cooling and the storing of milk

in bulk at atmospheric pressure. Covers properties of the equipment and materials used in the installation.

SANS 18047-2:2013/ Information technology - Radio frequency identification device conformance test methods - Part 2: Test methods for air
ISO/IEC 18047-2:2012 interface communications below 135 kHz. Defines test methods for determining the conformance of radio frequency
SANS 18047-2:2008 identification (RFID) devices (tags and interrogators) for item management with the specifications given in

ISO/IEC 18000-2 (published in South Africa as an identical adoption under the designation SANS 18000-2). but does
not apply to the testing of conformity with regulatory or similar requirements.

SANS 60335-2-3:2013/ Household and similar electrical appliances - Safety Part 2-3: Particular requirements for electric irons. Deals with
IEC 60335-2-3:2012 the safety of electric dry irons and steam irons, including those with a separate water reservoir or boiler having a

(SANS 60335-2-3:2006) capacity not exceeding 5 L. for household and similar purposes, their rated voltage being not more than 250 V.

SANS 60335-2-4:2013/ Household and similar electrical appliances - Safety - Part 2-4: Particular requirements for spin extractors.
IEC 60335-2-4:2012 Consolidated edition incorporating IEC amendment No. I. Amended to include the words "terms and" in the heading

(Ed. 3.1) of the definitions clause to read "terms and definitions ", to add test requirements for the electronic circuit and update a
note on the measurement of rotational kinetic energy when these are tested for stability and mechanical hazards, to add
a normative annex on software evaluation, and to delete an informative reference in the bibliography.

SANS 60335-2-8:2013/ Household and similar electrical appliances - Safery - Part 2-8: Particular requirements for shavers. hair clippers and
IEC 60335-2-8:2012 similar appliances. Deals with the safety of electric shavers, hair clippers and similar appliances intended for household

(SANS 60335-2-8:2009) and similar purposes, their rated voltage being not more than 250 V. Appliances not intended for normal household use,
but which nevertheless may be a source of danger to the public, such as appliances intended to be used by laymen in
shops and on farms, are within the scope of this standard.

SANS 60335-2-17:2013/ Household and similar electrical appliances - Safery - Part 2-17: Particular requirements for blankets. pads. clothing
IEC 60335-2-17:2012 and similar flexible heating appliances. Deals with the safety of electric blankets. pads, clothing and other flexible

(SANS 60335-2-17:2008) appliances that heat the bed or human body, for household and similar purposes, their rated voltage being not more than
250 V. Also applies to control units supplied with the appliance.
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SANS 60335-2-23:2013/ Household and similar electrical appliances - Safety - Part 2-23: Particular requirements for appliances for skin or
IEC 60335-2-23:2012 hair care. Consolidated edition incorporating IEC amendment No. 2. Amended to add information on the standard

(Ed. 3.2) cooling-off period and terms to the definitions, to add requirements to the clauses on power input and current, abnormal
operation, supply connection and external flexible cords, and to delete an informative reference standard.

SANS 60335-2-30:2013/ Household and similar electrical appliances - Safety - Part 2-30: Particular requirements for room heaters. Deals with
IEC 60335-2-30:2009 the safety of electric room heaters for household and similar purposes, their rated voltage being not more than 250 V

(SANS 60335-2-30:2008) for single-phase appliances and 480 V for other appliances.

SANS 60335-2-34:2013/ Household and similar electrical appliances - Safety - Part 2-34: Particular requirements for motor-compressors.
IEC 60335-2-34:2012 Deals with the safety of sealed (hermetic and semi-hermetic type) motor-compressors, their protection and control

(SANS 60335-2-34:2009) systems, if any, which are intended for use in equipment for household and similar purposes and which conform to the
standards applicable to such equipment. Applies to motor-compressors tested separately, under the most severe
conditions that may be expected to occur in normal use, their rated voltage being not more than 250 V for single-phase
motor-compressors and 480 V for other motor-compressors.

SANS 60335-2-39:2013/ Household and similar electrical appliances - Safety - Part 2-39: Particular requirements for commercial electric
IEC 60335-2-39:2012 multi-purpose cooking pans. Deals with the safety of electrically operated commercial multi-purpose cooking pans not

(SANS 60335-2-39:2009) intended for household and similar use, their rated voltage being not more than 250 V for single-phase appliances
connected between one phase and neutral and 480 V for other appliances. Also deals with pressurized appliances and
appliances with pressurized parts.

SANS 60335-2-67:2013/ Household and similar electrical appliances - Safety - Part 2-67: Particular requirements forfloor treatment machines.
IEC 60335-2-67:2012 for commercial use. Deals with the safety of powered floor treatment machines intended for commercial indoor or

(SANS 60335-2-67:2003) outdoor use for the following applications: scrubbing; wet or dry pick-up; polishing and dry buffing; application of
wax, sealing products and powder based detergents; shampooing; stripping, grinding and scarifying of floors with an
artificial surface.

SANS 60335-2-68:2013/ Household and similar electrical appliances - Safety - Part 2-68: Particular requirements for spray extraction
IEC 60335-2-68:2012 machines. for commercial use. Deals with the safety of electrical portable, non-self-propelled motor-operated spray

(SANS 60335-2-68:2007) extraction machines with or without attachments and with or without electrical heating elements, intended for
commercial indoor use.

SANS 60335-2-69:2013/ Household and similar electrical appliances - Safety - Part 2-69: Particular requirements for wet and dry vacuum
IEC 60335-2-69:2012 cleaners, including power brush, for commercial use. Deals with the safety of electrical motor-operated vacuum

(SANS 60335-2-69:2008) cleaners, including back-pack vacuum cleaners, and dust extractors, for wet suction, dry suction, or wet and dry
suction, intended for commercial indoor or outdoor use with or without attachments. Also deals with the safety of
centrally-sited vacuum cleaners, excluding the installation of the system.

SANS 60335-2-70:2013/ Household and similar electrical appliances - Safety - Part 2-70: Particular requirements for milking machines.
IEC 60335-2-70:2013 Consolidated edition incorporating IEC amendment No. 2. Amended to add a note on the implementation of the

(Ed. 2.2) amendment in the foreword, to update the referenced standards, to change the heading of clause 3 to read "terms and
definitions", to change the symbol and instruction for the prohibition to spray milking machines and sub-assemblies
with water, to delete examples of milking machines (annex AA), and to include a bibliography.

SANS 60335-2-86:2013/ Household and similar electrical appliances - Safety - Part 2-86: Particular requirements for electric fishing machines.
IEC 60335-2-86:2012 Consolidated edition incorporating IEC amendment No. 2. Amended to exclude shark deterrent devices, to update the

(Ed. 2.2) normative references and the definitions, and to modify the requirements for marking and instructions, construction,
and resistance to heat, and fire.

SANS 60502-4:2013/ Power cables with extruded insulation and their accessories for rated voltages from 1 kV (Um = 1.2 kV) up to 30 kV
IEC 605024:2010 (Um = 36 kV) - Part 4: Test requirements on accessories for cables with rated voltages from 6 kV (Um = 7.2 kV) up to

(SANS 60502-4:2006) 30 kV (Um = 36 kV). Specifies the test requirements for type testing of accessories for power cables with rated voltages
from 3,6/6 (7,2) kV up to 18/30 (36) kV, complying with IEC 60502-2. Does not include accessories for special
applications, such as aerial cables, submarine or ship cables or hazardous situations (explosive environments, fire-
resistant cables or seismic conditions).

SANS 60529:2013/ Degrees of protection provided by enclosures (IP Code). Consolidated edition incorporating IEC amendment No. 2.
IEC 60529:2013 Amended to update the introduction, the scope, normative references, requirements for the arrangement of the IP Code,

(Ed. 1.2) the table on degrees of protection against access to hazardous parts indicated by the first characteristic numeral, to
correct cross referencing, to update requirements for degrees of protection against ingress of water indicated by the
second characteristic numeral, tests for protection against solid foreign objects indicated by the first characteristic
numeral, tests for protection against water indicated by the second characteristic numeral, tests for protection against
access to hazardous parts indicated by the additional letter, requirements in the annex on the summary of
responsibilities of relevant technical committees (annex B), and to update the bibliography.

SANS 60598-2-3:2013/ Luminaires - Part 2-3: Particular requirements - Luminaires for road and street lighting. Consolidated edition
IEC 60598-2-3:2011 incorporating amendment No. 1. Amended to update a referenced standard, and to update requirements for marking,

(Ed. 2.1) construction, and endurance tests and thermal tests.

SANS 60598-2-11:2013/ Luminaires - Part 2-11: Particular requirements - Aquarium luminaires. Specifies requirements for household
IEC 60598-2-11:2013 aquarium luminiares for use with tungsten filament, tubular fluorescent or other discharge lamps on supply voltages not

(SANS 60598-2-11:2006) exceeding 1 000 V.

SANS 60598-2-12:2013/ Luminaires - Part 2-12: Particular requirements - Mains socket-outlet mounted nightlights. Specifies requirements for
IEC 60598-2-12:2013 mains socket-outlet mounted nightlights for use with electric light sources, on supply voltages not exceeding 250 V a.c.

(SANS 60598-2-12:2006) 50/60 Hz.
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SANS 60601-1:2013/ Medical electrical equipment - Part 1: General requirements for basic safety and essential performance. Consolidated
IEC, 60601-1:2012 edition incorporating IEC amendment No. I. Included to clarify the subclause on emission, deformation of enclosure or

(Ed. 2.1) exceeding maximum temperature.

SANS 60734:2013/ Household electrical appliances - Performance - Water for testing. Describes the preparation of four types of water of
IEC 60734:2012 different hardness, conductivity and alkalinity, intended to be used for testing the performance of household appliances

(SANS 60734:2006) such as washing machines. dishwashers, tumble dryers, steam irons, etc.

SANS 60851-1:1996/ Winding wires - Test methods - Part 1: General. IEC amendment No. 2. Amended to add information to the
1EC 60851-1:1996 introduction, to update normative references, to add a definition of "normal vision", and to include a reference to the

pin hole test in annex A.

SANS 60884-1:2013/ Plugs and socket-outlets for household and similar purposes - Part 1: General requirements. Consolidated edition
1EC 60884-1:2013 incorporating IEC amendment No. 2. Amended to update referenced standards, to add an annex on switches

(Ed. 2.2) incorporated in portable sockets, to include changes planned for the future, to add definitions and a figure on examples
of membranes and grommets, to add the requirements on marking, protection against electric shock, construction of
fixed socket-outlets, plugs and portable socket-outlets, temperature rise and mechanical strength.

SANS 60884-2-7:2013/ Plugs and socket-outlets for household and similar purposes - Part 2-7: Particular requirements for cord extension
IEC 60884-2-7:2013 sets. Consolidated edition incorporating IEC amendment No. 1. Amended to update the scope, modify the NOTE on

(Ed. 1.1) "code extension set" (NOTE 101), add information on general requirements, change a requirement on ratings, update
requirements for marking and add notes on applicability to countries.

SANS 60934:2013/ Circuit-breakers for equipment (CBE). Consolidated edition incorporating IEC amendment No. 2. Amended to expand
IEC 60934:2013 the scope, to clarify definitions, to specify additional requirements with regard to the characteristics of CBEs, to add

(Ed. 2.2) requirements for marking, construction and operation tests, and to change the annexes on test sequences and the
number of samples to be submitted for certification purposes, on routine or statistical tests, and on the time current
zone.

SANS 61800-3:2013/ Adjustable speed electrical power drive systems - Part 3: EMC requirements and specific lest methods. Consolidated
IEC 61800-3:2012 edition incorporating IEC amendment No. 1. Amended to update normative references and definitions, to change

(Ed. 2.1) requirements for test conditions, documentation for the user, requirements for harmonics, and immunity requirements
for power drive systems (PDSs) in That and second environments.

SANS 61850-1:2013/ Communication networks and systems for power utility automation - Part I: Introduction and overview. Applicable to
1EC/TR 61850-1:2013 power utility automation systems (PUAS). Defines the communication between intelligent electronic devices (LEDs) in
(SANS 61850-1:2012) such a system, and the related system requirements.

SATR 61439-0:2013/ Low-voltage switchgear and controlgear assemblies - Part 0: Guidance to specifying assemblies. Identifies, from the
IEC/TR 61439-0:2013 user's perspective, those functions and characteristics that should be defined when specifying assemblies.
(SATR 61439-0:2012)

SCHEDULE 3: CANCELLATION OF STANDARDS

In terms of section 16(3) of the Act the following standards have been cancelled.

Standard No.
and year

Title

SANS 292:2012 Wooden handles for hammers.

SANS 492-1:2002 Protective and safety gum boots - Part 1: Handmade rubber gum boots.

SANS 492-2:2003 Protective and safety gum boots - Part 2: Moulded rubber gum boots.

SANS 492-3:1983 Protective and safety gum boots - Part 3: Handmade rubber ankle boots for men.

SANS 492-4:1983 Protective and safety gum boots - Part 4: Moulded rubber ankle boots for men.

SANS 741:2006 Industrial boots (including safety boots) with direct-vulcanized soles and heels.

SANS 1114:2006 Industrial boots (including safety boots) with stuck-on pre-moulded or direct-injection-moulded soles and heels.

SANS 1167:2006 Industrial shoes (including safety shoes) with stuck-on pre-moulded or direct-injection-moulded soles and heels.

SANS 1168:2006 Industrial shoes (including safety shoes) with direct-vulcanized soles and heels.

SANS 1320-2:2001 PVC gum boots - Part 2: Dip-moulded gum boots with pre-moulded stuck-on outer soles and heels.

SANS 7904-1:2006 Plain bearings - Symbols - Part 1: Basic symbols.

SANS 7904-2:2006 Plain bearings - Symbols - Part 2: Applications.
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SCHEDULE 4: ADDRESSES OF SABS OFFICES

The addresses of offices of the South African Bureau of Standards where copies of standards mentioned in this notice can be obtained, are
as follows:

1. The CEO, South African Bureau of Standards, 1 Dr Lategan Road, Groenkloof, Private Bag X191, Pretoria 0001.
2. The Manager, Western Cape Regional Office, SABS, Liesbeek Park Way, Rosebank, PO Box 615, Rondebosch 7701.
3. The Manager, Eastern Cape Regional Office, SABS, 30 Kipling Road, cor. Diaz and Kipling Roads, Port Elizabeth, PO Box 3013,

North End 6056.
4. The Manager, KwaZulu-Natal Regional Office, SABS, 15 Garth Road, Waterval Park, Durban, PO Box 30087, Mayville 4058.
5. The Control Officer, Bloemfontein Branch Office, SABS, 34 Victoria Road, Willows, Bloemfontein, PO Box 20265, Willows 9320.
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